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GENERAL NOTES:

1. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH THE
SPECIFICATION AND ALL OTHER RELEVANT DRAWINGS.

2. ALL INSTALLATIONS TO BE CARRIED OUT IN ACCORDANCE WITH
THE NATIONAL RULES FOR ELECTRICAL INSTALLATIONS IS
10101+AC1.

3. PRIOR TO MAKING GOOD AND BACK FILLING THE CONTRACTOR
SHALL REQUEST AN ESB ENGINEER ATTEND SITE TO REVIEW
AND APPROVE THE ESB DUCTING & MINI-PILLAR
INSTALLATIONS.

4. THE CONTRACTOR SHALL REQUEST AN ESB ENGINEER ATTEND
SITE TO REVIEW AND APPROVE THE FOLLOWING PROVISIONS.
A.  OPEN TRENCH RELATING TO THE ESB DUCTING PROVISION
B.  MINI-PILLAR VAULTS

5. ALL WORKS SHALL BE UNDERTAKEN IN LINE WITH BOTH ESB
NETWORKS HOUSING SCHEME GUIDANCE DOCUMENT AND
HEALTH AND SAFETY AUTHORITY GUIDANCE TECHNICAL
DOCUMENTS.

5. THE CONTRACTOR SHALL REQUEST AN EIR ENGINEER ATTEND
SITE TO REVIEW AND APPROVE THE FOLLOWING PROVISIONS.
A.  OPEN TRENCH RELATING TO THE EIR DUCTING PROVISION
B. B4 ACCESS CHAMBER

6. ALL WORKS SHALL BE UNDERTAKEN IN LINE WITH BOTH EIR
WHITE BOOK GUIDANCE DOCUMENT AND HEALTH AND SAFETY
AUTHORITY GUIDANCE TECHNICAL DOCUMENTS.

LEGEND

LUMNAIRE A — 4.60KLM LED LUMNARE, 2700K
. WARM WHITE, PHILIPS LUMISTREET GEN2 MICRO
BGP291DW10, MOUNTED @6M

. LUMINAIRE B — 4.60KLM LED LUMINARE, 2700K
WARM WHITE, PHILIPS LUMISTREET GEN2 MCRO
BGP291DM10, MOUNTED @6M

LUMINAIRE C — 3.04KLM LED LUMINAIRE, 2730K
. WARM WHITE, PHILIPS LUMISTREET GEN2 MICRO
BGP291 DM10, MOUNTED @6M

. LUMINAIRE D — 4.60KLM LED LUMINARE, 2700K
WARM WHITE, PHILIPS LUMISTREET GEN2 MCRO
BGP291DX10, MOUNTED @6M

[C]  UNMETERED ESB APPROVED MN PLLAR. 6A
INCOMING / &4A MAX OUTGOING CIRCUITS.

mmm=  XLPE/SWA/PVC CABLE IN 100MM RED HDPE DUCT.
600MM MIN COVER [FOOTPATH) / 750MM (ROAD)

DETAIL A: TYPICAL TRENCH DETAIL FOR MULTIPLE UTILITY(NTS) \
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