
TOP OF WATER
SEAL
(SHOWN DOTTED)

ALTERNATIVE LOCATION OF
BRANCH DISCHARGE PIPE

BRANCH
DISCHARGE

PIPE

GRATING OR
SEALING PLATE.

BACK INLET GULLY TRAP

DRAINS IN BUILT-UP GROUND

ORIGINAL GROUND LEVEL

PROPOSED GROUND LEVEL

75
0m

m

MANHOLES IN BUILT-UP GROUND TO BE
CONSTRUCTED OF LEAN-MIX CONCRETE WHICH
IS TO BE TAKEN TO A MINIMUM DEPTH OF 750mm
BELOW ORIGINAL GROUND LEVEL.

NOTE: ALL DRAINS ABOVE EXISTING GROUND LEVEL TO BE
CONSTRUCTED BY FIRST STRIPPING TOPSOIL AND MAKING
UP GROUND TO PROPOSED LEVELS. TRENCH EXCAVATION
THEN TO BE CARRIED OUT TO ORIGINAL  STRIPPED
GROUND LEVEL AND GRANULAR MATERIAL TO BE LAID IN
WELL-COMPACTED LAYERS (MAX. 150mm THICK) TO
INVERT LEVEL. PIPE THEN TO BE LAID.

110mmØ CONNECTION
FROM ACCESS
JUNCTION BOX.

ALTERNATIVE 1
ALTERNATIVE 2

NOTE:

SADDLE CONNECTION FROM ACCESS JUNCTION (AJ) BOX TO COLLECTOR SEWER

110mmØ CONNECTION
FROM ACCESS JUNCTION
BOX.

45
.3° 45

.5°

45.3°

45
.3°

ALL BENDS TO BE LONG RADIUS.

PLAN OF SADDLE CONNECTIONPLAN OF 90° BRANCH CONNECTION PLAN OF 45° BRANCH CONNECTION

GULLY WITH CONNECTION ON OPPOSITE SIDE OF ROAD

IN-SITU ROAD GULLY DETAILS

GULLY WITH ADJACENT CONNECTION
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PIPE BEDDED NEATLY
THROUGH WALL
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150mm THK C20/25 CONCRETE SURROUNDSECTION C-C
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DROPPED KERB
(FOR OVERLAND FLOWPATH)

STANDARD
HEIGHT
KERB

TAPERED
KERB

2m MINIMUM

75mm HIGH DROPPED KERB

LOCALISED
DEPRESSION TO
ALLOW OVERFLOW
PATH

OVERLAND FLOOD PATH

225mmØ
CONNECTION @
90° FROM
ACCESS
JUNCTION BOX.

COLLECTOR
SEWER.

BRANCH
CONNECTOR.

BRANCH
CONNECTOR.

110mmØ
CONNECTION @
45° FROM
ACCESS
JUNCTION BOX.

COLLECTOR
SEWER.

SADDLE
CONNECTION.

110mmØ
CONNECTION @

45° FROM
ACCESS

JUNCTION BOX.

COLLECTOR
SEWER.

CONNECTION
FROM
BUILDING.

ACCESS
JUNCTION
BOX.

COLLECTOR
SEWER.

CONNECTION
FROM
BUILDING.

ACCESS
JUNCTION
BOX.

COLLECTOR
SEWER.

44.9°

ENGINEERING
BRICK

CAVANAGH
BUFFALO OR
SIMILAR
APPROVED

150 DIA
OUTLET

150 THK. C20/25
CONCRETE
SURROUND

22.5° OR
45° BENDS

150mm
SADDLE PIECE

S.W.
SEWER

C20/25
CONCRETE

ENGINEERING
BRICK

ENGINEERING
BRICK

PRECAST CONCRETE RECTANGULAR GULLY TO
IS EN 1917 OR BS 5911-6
(KILLESHAL G/1 OR SIMILAR APPROVED)

BITUMINOUS
SEALANT

GULLY GRATING & FRAME
CLASS D400 TO EN 124
(EJ BUFFALO OR SIMILAR APPROVED)

2 COURSES OF CLASS A ENGINEERING
BRICKWORK TO IS 91 (NOM. SIZE: 150mm HIGH)

IN-SITU
CONCRETE

KERB

GULLY GRATING & FRAME
CLASS D400 TO EN 124
(EJ BUFFALO OR SIMILAR APPROVED)

2 COURSES OF CLASS A ENGINEERING
BRICKWORK TO IS 91 (NOM. SIZE: 150mm HIGH)

IN-SITU
CONCRETE

KERB

GULLY GRATING & FRAME
CLASS D400 TO EN 124
(EJ CAVANAGH BUFFALO OR SIMILAR APPROVED)

GRATING PERPENDICULAR
TO DIRECTION OF TRAFFIC

PRECAST
GULLY POT

OUTLINE

IN-SITU
CONCRETE

KERB

150mm DIA.
OUTLET PIPE

150mm THK C20/25 CONCRETE SURROUND

CONCRETE HAUNCHING TO OUTSIDE OF
ENGINEERING BRICKWORK 50mm MIN.

CONCRETE HAUNCHING TO OUTSIDE OF
ENGINEERING BRICKWORK 50mm MIN.

150mm DIA. OUTLET PIPE
(REFER TO GULLY LEADER CONNECTION DETAIL)

PRECAST CONCRETE RECTANGULAR GULLY TO
IS EN 1917 OR BS 5911-6
(KILLESHAL G/1 OR SIMILAR APPROVED)

ADDITIONAL
CONCRETE TO

EXTEND 50mm MIN.
INTO SUB-BASE

1:40

500min

TYPICAL HOUSE DRAINAGE & TANKED INFILTRATION PERMEABLE PAVING SECTION
SCALE : NTS

53
0m

m

61
0m

m

DRIVEWAY - PERMEABLE PAVING :
80mm PERMEABLE PAVING BLOCK to ARCHITECTS SPECIFICATION & APPROVAL & LAYING PATTERN ON
50mm LAYING COURSE MATERIAL AS PER TABLE A.2 BS 7533-13 ON
150mm ROADBASE CEMENT STABILISED COARSE GRADED AGGREGATE AS CBGM B TO TII CL 822 ON
250mm GRANULAR 4/20mm COARSE GRADED PERMEABLE CRUSHED ROCK AS PER TABLE A.1 BS 7533-13 ON
HANSON AQUAFLOW SC MEMBRANE (OR SIMILAR APPROVED) IMPERMEABLE MEMBRANE TO BASE & SIDES OF PERMEABLE
PAVING ON
TERRAM T1500 GT (OR SIMILAR APPROVED) PERMEABLE GEOTEXTILE ON
300mm CLASS 6F1/ 6F2 CAPPING (BASED ON SUB GRADE CBR VALUE OF 3%)
[IF SUB GRADE CBR <3% USE GEOGRID FOR STABILIZATION OR SIMILAR APPROVED SYSYEM.]

RAINWATER
DOWNPIPE

FFL

150mm HIGH LEVEL
OVERFLOW OUTLET
TO MAIN DRAINAGE

OUTLET

ACCESS
JUNCTION FOR LEVELS

REFER TO PLANS

ARMSTRONG
JUNCTION

LAYER OF
COARSE GRADED

AGGREGATE

GULLY
TRAP

100mm DIA (U.N.O.) PVC-U PERFORATED PIPE
(PERFORATIONS AT BOTTOM) CAPPED AT BOTH
ENDS & WRAPPED IN PERMEABLE GEOTEXTILE.

EXTENDING 0.5m INTO PERMEABLE PAVING
SUB-BASE LAYER. LAYER OF CEMENT

STABILISED COARSE
GRADED AGGREGATE

LAYER OF
CAPPING

VARIABLE DEPTH 150mmØ PERMEABLE PAVING
COLLECTOR DRAIN TO MAIN DRAINAGE TO AID
SERVICE COORDINATION. PIPE FULLY PERFORATED
AND RATED TO TAKE VEHICLE LOADING. MINIMUM
150mm STONE BEDDING SURROUND TO PIPE.

CONCRETE
APRON

MIN. DEPTH TO INVERT 610mm

BASE OF INFILTRATION AREA
SHAPED TO DIRECT RUNOFF
TO COLLECTOR DRAIN

FOR ADJOINING
SURFACE REFER TO
LAYOUT PLANS

IMPERMEABLE
GEOTEXTILE

SECTION D-D
RECTANGULAR PRECAST ROAD

GULLY DETAIL

BACK INLET
GULLY TRAP

ACO DRAIN

150mm
MIN.

100mm

15
0m

m
MI

N

CONCRETE BED
AND HAUNCH
MINIMUM C25

GRATING

CHANNEL
WALL

PAVEMENT OR HAUNCH
(CONSTRUCTION VARIES)

110mm Ø PIPE
LAID @ 1:100

ACO CHANNELS
(SCALE 1:10)

SECTION 2-2

SECTION 1-1

TOP OF HAUNCH 25mm
MAXIMUM BELOW

WEARING COURSE

GRATING

DETAIL A
(NTS)
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FALL

33
0

247.5

INLET PIPE TO / OUTLET PIPE
FROM STORAGE SYSTEM

NOTE:
FLOW CONTROL PENSTOCKS TO BE
PLACED ON ALL INFLOW PIPES INTO
CHAMBERS

 INLET PIPE

SECTION THROUGH HYDROBRAKE MANHOLE
SCALE 1:50

TYPICAL PLAN OF HYDROBRAKE MANHOLE
SCALE 1:50

SPINDLE BOX RISER PIPE (PVC) WITH
WATER COVER & SURROUNDED IN

150mm WIDE CONCRETE SURROUND
DUCTILE IRON COVER &
FRAME TO EN124

FLOW CONTROL PENSTOCKS
TO ISOLATE HYDROBRAKE
CHAMBER FOR SERVICINGPROPOSED GROUND

LEVEL

FLOAT SWITCH MOUNTED
ON WALL AT TOP WATER

LEVEL +150mm

HYDROBRAKE FLOW
LIMITING DEVICE

OUTLET PIPE

75x75x8 'L' BRACKETS
BOLTED AT 250 CENTRES
WITH M10 HSA ANCHORS.

FORMED SILT
TRAP 750mm DEEP

INLET PIPE

HYDROBRAKE LIMITING
FLOW TO PERMISSABLE
OUTFLOW

PRECAST MANHOLE

FLOW CONTROL
PENSTOCKS ON OPENINGS

250mm DEEP SUMP

2 No. 25mmØ PVC DUCTS FOR
POWER SUPPLY AND TELEMETRY

TO M&E CONSULTANTS DETAILS

FLOAT SWITCH MOUNTED ON WALL
AT TOP WATER LEVEL +150mm

REMOVABLE GALVANIZED / STAINLESS
STEEL "OPEN MESH" FLOORING, MIN

30mm THICK, ABOVE SUMP

INLET PIPE TO / OUTLET
PIPE FROM STORAGE
SYSTEM

NOTES:
1. C20/25 CONCRETE TO HAVE A MINIMUM CEMENT

CONTENT OF 260Kg/m³, MAXIMUM WATER/CEMENT RATIO
OF 0.65 AND SLUMP CLASS S2.

2. C25/30 CONCRETE TO HAVE A MINIMUM CEMENT
CONTENT OF 280Kg/m³, MAXIMUM WATER/CEMENT RATIO
OF 0.65 AND SLUMP CLASS S2.

3. C40/50 CONCRETE TO HAVE A MINIMUM CEMENT
CONTENT OF 400Kg/m³, MAXIMUM WATER/CEMENT RATIO
OF 0.45 AND SLUMP CLASS S3.

4. WHERE CLASS 6F1/6F2 CAPPING MATERIAL IS
PROPOSED WITHIN 500mm OF CONCRETE OR STEEL,
CLASS 6N TO BE USED INSTEAD.

NOTE:

·

·

·
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