
CAPPING/STABILISATION DEPTHS

2% 400
CBR CARPARK

300
3% 300 200

4% 250 150

ROADS

TABLE 1

BITUMEN / TACK COATS
AND / OR REGULATING
COURSE (IF REQUIRED)

SC SC SC

EX. PAVEMENT
EDGE

EX. PAVEMENT
TO REMAIN

EX. PAVEMENT TO
BE BROKEN OUT

EX. PAVEMENT
SURFACE

NEW
CONSTRUCTION

NEAT BITUMEN
POUR JOINT

OVERLAY

0.5m 1.0m 1.0m

TOP OF EXISTING
PAVEMENT
AFTER PLANING

SC SC SC

EX. PAVEMENT
EDGE

EX. PAVEMENT
TO REMAIN

EX. PAVEMENT TO
BE BROKEN OUT

BITUMEN / TACK COATS AND /
OR REGULATING COURSE
(IF REQUIRED) DEPTH VARIES

EX. PAVEMENT
SURFACE

NEW
CONSTRUCTION

OVERLAY

0.5m

TOP OF EXISTING
PAVEMENT
AFTER PLANING

300 300

[SUFFICIENT WORKING ROAD MUST BE MADE AVAILABLE TO ENSURE SAWCUT CAN BE CORRECTLY CONSTRUCTED]

300

SC

LONGITUDINAL SAWCUT DETAIL
SCALE : 1:25

(SC = SAW CUT LINES, CUT WITH ROTARY SAW.)

TRANSVERSE SAWCUT DETAIL
SCALE : 1:25

(SC = SAW CUT LINES, CUT WITH ROTARY SAW.)

NEAT BITUMEN
POUR JOINT

WEARING COURSE
BASE COURSE

EXISTING ROAD BASE

EXISTING SUB BASE

WEARING COURSE
BASE COURSE

EXISTING ROAD BASE

EXISTING SUB BASE
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POST POCKET DETAIL
SCALE : 1:50

75mm SAND CEMENT
MORTAR SURROUND

WELL COMPACTED
SAND AROUND POSTS

POST

375 DIA. CONC.
PIPE CUT TO SUIT

150mm CONC.
SURROUND

100mm
CONC. PAD

PROPOSED CYCLEWAY LEVEL

275 MIN
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0 M
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PIN KERB EDGING
SCALE 1:10

50 x 150mm PCC
FLAT TOP EDGING KERB

SURFACE COURSE

BINDER COURSE

SUB-BASE

CLASS (ii) MORTAR BED MINIMUM *
25mm TYP. TO BS 5623
(SAND : CEMENT - 3:1)

CONCRETE FOUNDATION
AND KERB BACKING TO BE

CONCRETE MIX ST4

12
5

300

12
5

ISLAND SECTION
SCALE : NTS

T12 DOWEL BARS TO BE DRILLED INTO
EXISTING PAVEMENT TO PROVIDE AN
ANCHOR FOR PROPOSED CONCRETE
ISLAND, TO ENGINEERS FUTURE DETAIL.

150mm (MIN.) CONCRETE SLAB WITH
A242 MESH (TOP) CONCRETE GRADE
C35 ON 1000 GAUGE POLYTHENE ON
150mm WELL COMPACTED CL 808.

GRADE C40 CONC.
INSITU KERB

5mm NOSING & 1:5
BATTER ON ROAD FACE

FOOTPATH

KERB CARRIAGEWAY

VARIABLE WIDTH. SHOULD NOT BE LESS THAN
THAT REQUIRED TO ACHIEVE A GRADIENT OF 1:12

MAXIMUM

KERBFOOTPATH
PREFERRED CARRIAGEWAY SURFACE LEVEL

MINIMUM CARRIAGEWAY SURFACE LEVEL

1:20

2.4m min TACTILE PAVING WIDTH

0.8m TACTILE PAVING DEPTH

1.2m

2.0m min TACTILE PAVING WIDTH

0.8m TACTILE PAVING DEPTH

CONTROLLED DISHED CROSSING WITH TACTILE PAVING
SCALE 1:50

UNCONTROLLED DISHED CROSSING WITH TACTILE PAVING
SCALE 1:50

DISHED CROSSING WITH TACTILE PAVING
SCALE NTS

RED TACTILE PAVING ZONE,
WHERE APPLICABLE

DROPPED
KERB

TAPERED
KERB

STANDARD
KERB

CENTRAL KERBS TO BE FLUSH
WITH CARRIAGEWAY SURFACE

AND PAINTED WHITE

BUFF TACTILE PAVING
ZONE, WHERE APPLICABLE

DROPPED
KERB

TAPERED
KERB

STANDARD
KERB

CENTRAL KERBS TO BE FLUSH
WITH CARRIAGEWAY SURFACE

AND PAINTED WHITE

NOT GREATER
THAN 6mm

TYPICAL EMBANKMENT DETAIL
SCALE N.T.S.

COHESIVE FILL CLASS 2C

SOILED AND SEEDED VERGE
COHESIVE FILL CLASS 2C

CONCRETE FOUNDATION AND KERB
BACKING TO BE CONCRETE MIX ST4

GRANULAR FILL CLASS 1A/1B OR POSSIBLE
COHESIVE FILL 2B/C SUBJECT TO GRADING
& COMPACTION TESTS

LATERAL INLET KERB GULLY TO SWALE CROSS-SECTION
[FOR ROAD DRAINAGE]
SCALE: NTS

1:4

150mm THK MIN. IN-SITU CONCRETE
KERB CAST AROUND SIDES & REAR
OF KERB GULLY UNIT FOR SUPPORT.

HEAVY DUTY DUCTILE IRON KERB
GULLY UNIT TO BS EN124 CLASS
D400 WITH KITEMARK

ROAD LEVEL
(REFER TO PLAN)

'RIP-RAP' EROSION
PROTECTION

BENEATH KERB GULLY
ON INLET TO SWALE

200mm
TOPSOIL

15
0.2

11

590.302

420

KG

[DENOTED BY 'KG' ON PLAN]

ROAD

SWALEKERB

KERB
ROAD

LATERAL INLET KERB GULLY SCHEMATIC
[FOR ROAD DRAINAGE]
SCALE: NTS

LATERAL INLET KERB GULLY DETAIL
[LOCATED ALONG KERBLINES TO ALLOW ROAD SURFACE WATER
RUN-OFF INTO SWALES]
SCALE: NTS

KERBKERB

SWALE

ROADROAD

LATERAL INLET KERB GULLY PLAN
[FOR ROAD DRAINAGE]
SCALE: NTS

15
0150

500

KERB KERB

LATERAL INLET KERB GULLY - REAR ELEVATION
[FOR ROAD DRAINAGE]
SCALE: NTS

SWALE 1:4

HEAVY DUTY DUCTILE IRON KERB
GULLY UNIT TO BS EN124 CLASS
D400 WITH KITEMARK

150mm THK MIN. IN-SITU CONCRETE
KERB CAST AROUND SIDES & REAR OF
KERB GULLY UNIT FOR SUPPORT.

KERB GULLY UNIT FLANGES BEDDED
INTO SURROUNDING ROAD KERBS.
EXTRUDED CONCRETE KERBS TO CLAUSE
1103 WITH FAIR FACED FINISH (U3) 125mm
REVEAL. REFER TO RCD 1100/2 DETAIL

150mm THICK MIN. IN-SITU CONCRETE
KERB CAST AROUND SIDES & REAR OF
KERB GULLY UNIT FOR SUPPORT.

1:4 GRASSED SWALE BANK.

GRASSED SWALE BASE.

1:4 GRASSED SWALE BANK.

HEAVY DUTY DUCTILE IRON KERB
GULLY UNIT TO BS EN124 CLASS D400
WITH KITEMARK
KERB GULLY UNIT FLANGES BEDDED
INTO SURROUNDING ROAD KERBS.
ROAD KERBS

ROAD SURFACE GRADED
TOWARDS KERBS.

200mm TOPSOIL

GRASSED SWALE BASE.

1:4 GRASSED SWALE BANK.

ROAD KERBS

KERB GULLY UNIT FLANGES
BEDDED INTO SURROUNDING
ROAD KERBS.

150mm THICK MIN. IN-SITU
CONCRETE KERB CAST AROUND
SIDES & REAR OF KERB GULLY
UNIT FOR SUPPORT.

OPENING TO REAR OF IN-SITU
CONCRETE KERB BENEATH

KERB GULLY UNIT TO ALLOW
SURFACE WATER RUN-OFF

FROM ROAD TO ENTER SWALE

'RIP-RAP' EROSION
PROTECTION BENEATH
KERB GULLY ON INLET

TO SWALE

HEAVY DUTY DUCTILE IRON
KERB GULLY UNIT TO BS EN124
CLASS D400 WITH KITEMARK

TEXTURED FLANGE ON SIDES &
REAR OF UNIT FOR BEDDING
INTO ROAD SURFACE &
SURROUNDING KERBS.

HINGED UNIT TO BE
LOCKED AS STANDARD

DE
PT

H(
mm

)

SWALE WIDTH

DRY SWALE DETAIL
SCALE: NTS

ROUNDING
500mm MIN.

ROUNDING
500mm MIN.

REFER TO PLAN DRAWINGS
FOR SWALE LAYOUT AND
DIMENSION DETAILS

1:41:4

200mm
TOPSOIL

GROUND LEVEL
(REFER TO PLAN)

200mm
TOPSOIL

200mm "ROOT ZONE"
TOPSOIL

FILTER DRAIN.
REFER TO DETAIL.

CROSS-SECTION
SCALE: N.T.S.

SWALESWALE

EJ BRIO GR 600mm DIA. GRATED
INSPECTION COVER, 50mm ABOVE
SURROUNDING FINISHED
GROUND LEVEL.

1200mm DIA. PRE CAST MANHOLE,
CHAMBER WALLS AND COVER
SLAB TO BE CONSTRUCTED TO IS
EN 1917 AND IS 420 2004.

MANHOLE TO BE SURROUNDED
WITH A MINIMUM OF 150mm THICK
GRADE C20/40 CONCRETE.

FOR FULL DETAILS OF STANDARD
PRECAST MANHOLE DETAILS
REFER TO DRAWING 3010.OUTLET PIPE TO

MAIN SURFACE
WATER SYSTEM

DE
PT

H(
mm

)

'WET' SWALE CROSS-SECTION
[FOR ROAD DRAINAGE]
SCALE: NTS

SWALE WIDTH

1:4

BASE WIDTH

LATERAL INLET KERB GULLIES AT
INTERVALS TO ALLOW ROAD
DRAINAGE INTO SWALES. REFER TO
PLAN FOR LOCATIONS.

REFER TO PLAN DRAWINGS
FOR SWALE LAYOUT AND
DIMENSION DETAILS

PLANTING TO
LANDSCAPERS
DETAILS

ROAD LEVEL
(REFER TO PLAN)

KERBS WITH
125mm REVEAL

200mm
TOPSOIL

PAVEMENT
(REFER TO PLAN)

1:4

NOTES :
1. C20/25 CONCRETE TO HAVE A MINIMUM

CEMENT CONTENT OF 260Kg/m³, MAXIMUM
WATER/CEMENT RATIO OF 0.65 AND SLUMP
CLASS S2.

2. C25/30 CONCRETE TO HAVE A MINIMUM
CEMENT CONTENT OF 280Kg/m³, MAXIMUM
WATER/CEMENT RATIO OF 0.65 AND SLUMP
CLASS S2.

3. C40/50 CONCRETE TO HAVE A MINIMUM
CEMENT CONTENT OF 400Kg/m³, MAXIMUM
WATER/CEMENT RATIO OF 0.45 AND SLUMP
CLASS S3.

4. WHERE CLASS 6F1/6F2 CAPPING MATERIAL IS
PROPOSED WITHIN 500mm OF CONCRETE OR
STEEL, CLASS 6N TO BE USED INSTEAD.

5. WHERE FOOTPATHS ARE LOCATED ADJACENT
TO ROADS, C40/50 CONCRETE TO BE USED.
ALTERNATIVELY, FOOTPATHS LOCATED
BEHIND VERGES C25/30 CONCRETE MAY BE
USED.

NOTE:
ALL WORKS & SPECIFICATIONS TO BE
UNDERTAKEN IN ACCORDANCE WITH

· TII SPECIFICATION FOR
ROADWORKS

· GREATER DUBLIN CODE OF
PRACTICE FOR DRAINAGE WORKS

· RECOMMENDATIONS FOR SITE
DEVELOPMENT WORKS

NOTE :
1. FOR AREAS WHERE CBR VALUES ARE BELOW 2%,
            CARRY OUT THE FOLLOWING:

- THE SOFT AREA IS TO BE EXCAVATED OUT FULLY
AND REPLACED WITH A GENERAL FILL MATERIAL
(CLASS 1A/1B) TO N.R.A. SPECIFICATION TO THE
UNDERSIDE OF AN 'ENKAGRID' LAYER (ENKAGRID
TRC 40 OR SIMILAR 40kN/m). SEPARATION
GEOTEXTILE TO BE PLACED BETWEEN THE
SUBGRADE AND CAPPING.
OR

- SOIL TO BE STABILISED IN-SITU WITH LIME/CEMENT
TO SPECIALIST CONTRACTOR SPECIFICATION TO
FORMATION LEVEL, MINIMUM CBR 5%.

- AN ENGINEER SHOULD INSPECT THE SOFT AREA
WHEN IT HAS BEEN FULLY EXCAVATED OUT PRIOR
TO THE FILL / STABILIZED MATERIAL BEEN
PLACED/WORKED.

2. FOR AREAS WHERE CBR VALUES ARE BETWEEN 2%
            AND 5%, CARRY OUT THE FOLLOWING:

- THE SOIL IS TO BE EXCAVATED OUT FULLY AND
REPLACED WITH A CAPPING MATERIAL TYPE 6F1/6F2
TO N.R.A. SPECIFICATION. DEPTHS OF CAPPING
MATERIAL AS PER TABLE 1 BELOW. SEPARATION
GEOTEXTILE TO BE PLACED BETWEEN THE
SUBGRADE AND CAPPING.
OR

- SOIL TO BE STABILISED IN-SITU WITH LIME/CEMENT
TO SPECIALIST CONTRACTOR SPECIFICATION TO
FORMATION LEVEL, MINIMUM CBR 5%, DEPTHS OF
MATERIAL TO BE STABILISED AS PER TABLE 1
BELOW.
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