
Plan

Elevation

1800 x300 x 50 mm
Plain Concrete Panels at low Level

2.7m high Concrete
H-posts @ 1.85m c/c.

vertical panel timber fence.
Selected stain colour finish and preservative

2.7m high Concrete
H-posts @ 1.85m c/c.

1.7m high of vertical panel timber
fence. Selected stain colour finish
and preservative

vertical panel timber fence.
Selected stain colour finish and preservative

1800 x300 x 50 mm
Plain Concrete Panels at low Level

2.7m high Concrete
H-posts @ 1.85m c/c.

GL

Type 02 -
Typical Plan & Section for Concrete Post & Panel Fence - 2m high 100mm wide

20
00

Section
Scale: 1/20

1.7m high of vertical panel
timber fence.
Selected stain colour finish
and preservative

3 no. 1800 x 300 x 50mm
Plain Concrete Panels at
low level

Timber capping tp 48mm
thick panel water based
stain with preservative -
selected colour by Architect

GL

4 no. 1800 x 300 x 50mm
Timber Panels

3m high Concrete H-posts
@ 1.85m c/c.

Type 01a - 1.2m high

Type 01b - 2m high

Type 01c - 2.4m high

215mm Blockwork Rear Garden walls Rendered both sides
All to engineers details

Cast In Situ conc. capping
mechanically fixed 365 mm
wide approx. Mono pitch
front face 75mm deep
sloping to 100mm deep as
per detail with 75mm
overhang & 9mm throating

GL

Min. 4 No. courses of 100mm
concrete block on the flat. Foundations to Structural

Engineers specification.

Paint finish to public side

Note at end wall condition
paint finish to public side
only. Refer to layout

GL

Garden Side /
Public Side Garden Side

Fairfaced Blockwork wall -
Stretcher bond .
Blockwork to SE
specification including
provision of Piers

Nappe plaster finish -
Both sides

215mm Concrete Blockwork.
See Structural Engineers
Drgs. for Pier Locations

Garden Side

2 no. 1800 x 300 x 50mm
Plain Concrete Panels

20
00

0.3m high railing to be added to wall. Railing to match Type 04. Combined wall / rail
height 1.5m
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Entrance Wall
with Signage

Primary Care Centre

Type 3A -
215mm Brickwork Garden wall 1.2m high
Piers to engineers design as required

GL

Min. 4 No. courses of 100mm
concrete block on the flat. Foundations to Structural

Engineers specification.

GL

Garden Side /
Public Side Garden Side

Public Side

215mm Brickwork.
See Structural Engineers
Drgs. for Pier Locations

Foundations to Structural
Engineers specification.

Type 03 -
215mm Brickwork Garden wall 1.8m high
Piers to engineers design

GL

Min. 4 No. courses of 100mm
concrete block on the flat. Foundations to Structural

Engineers specification.

GL

Garden Side /
Public Side

Garden Side

Public Side

215mm Brickwork.
See Structural Engineers
Drgs. for Pier Locations

Foundations to Structural
Engineers specification.

19
90

90
5

Type 04a -
Typical Plan & Section for railing - 1.5m high

GL GL

Wrought iron / galvinised
steel railing with powder
coat finish. Colour Black

15
00

GL

Min. 4 No. courses of 100mm
concrete block on the
edge/flat.

Foundations to Structural
Engineers specification.

Garden Side

215mm Concrete Blockwork.
See Structural Engineers
Drgs. for Pier Locations

15
00

Random rubble stone facing

Stone capping

Public Side

Railing connection
Engineers specification.

60
0

90
0

Type 04c -
Typical Plan & Section for stone wall - 1m high

Type 04b -
Typical Plan & Section for stone wall/railing - 1.5m high

LG

18
00

Wrought iron / galvinised
steel railing with powder
coat finish. Colour Black

Type 05 -
Typical Plan & Section for Metal Fence - 1.8m high

Front Elevation Rear Elevation

Plan

Section

Public Side

Private Side

Timber gate panel.
Colour TBC by Architect. 50 x 50mm stainless steel L-frame

50 x 50mm gate post, base to engineers details

Private Side Public Side

Type 01 -
Garden Gate

LG LG

Type 01 -
215mm Brickwork Garden wall 1.2m high
Bin Stores

Front ElevationRear ElevationSide Elevation

12
15

GL

Min. 4 No. courses of 100mm
concrete block on the flat. Foundations to Structural

Engineers specification.
Foundations to Structural
Engineers specification.

12
15

vertical panel timber fence.
Selected stain colour finish and preservative

215mm Brickwork.
See Structural Engineers
Drgs. for Pier Locations19

60

1050

GL

GL

Garden SidePublic Side

GL

Estate SidePublic Road Side

Retaining wall to Structural
Engineers specification. Engineers specification.

20
25

11
00

TRAFFIC BARRIER
PROTECTION IF ANY TBC

Retaining wall to Structural
Engineers specification.

LG

11
00

Wrought iron / galvinised
steel railing with powder
coat finish. Colour Black

Type 1A -
Section for retaining wall (blockwork) Extent TBC

Type 1B -
Typical Plan & Section retaining wall (Railing)

Retaining wall to Structural
Engineers specification.

GL

90
0

Type 06 -
Front Garden Railings
Post foundations to engineers design

Wrought iron / galvinised
steel railing with powder
coat finish. Colour Black

Foundations to Structural
Engineers specification.
Foundations to Structural
Engineers specification.

Front Elevation

Plan
Public Side

Private Side

Public Side

Type 01 -
Garden Entrance Gate - 1200mm high
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