
7500

76.5

77.6

2

7

5

4

1

8

8

1

5

1

ASSUMED LINE OF STORM
SEWER (SHOWN AS FOUL ON

IRISH WATER RECORDS) TO
BE CONFIRMED BY SITE

INVESTIGATION
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EXCMH

NEW MANHOLE CONNECTION
INTO ASSUMED LINE OF

EXISTING STORM SEWER TO
BE CONFIRMED VIA SITE

INVESTIGATION

EXISTING COMBINED SEWER TO BE
DIVERTED AROUND BUILDING. SURVEY

TO BE CARRIED OUT TO CONFIRM
LOCATION OF ANY EXTERNAL

CONNECTIONS INTO LINE OF COMBINED
SEWER

EXISTING COMBINED SEWER TO BE
DIVERTED BACK INTO EXISTING
MANHOLE AT THIS LOCATION IN
ADJACENT PUBLIC LANDS

NEW MANHOLE CONNECTION
INTO EXISTING 225mm Ø FOUL
SEWER TO BE CONFIRMED VIA

SITE INVESTIGATION

NOTE:
ALL EXISTING SEWER POSITIONS HAVE
BEEN BASED OFF IRISH WATER AND
WESTMEATH COUNTY COUNCIL RECORDS
AND ARE TO BE CONFIRMED VIA SITE
INVESTIGATION

APPROXIMATE POSITION OF
WATER SUPPLY CONNECTION
INTO BUILDING

PROPOSED CONNECTION
POINT FROM WATER SUPPLY

LEGEND

PROPOSED SURFACE WATER 
DRAINAGE PIPEWORK 

PROPOSED FOUL WATER 
DRAINAGE PIPEWORK 

PROPOSED COMBINED
DRAINAGE PIPEWORK 

EXISTING PUBLIC FOUL SEWER

EXISTING PUBLIC STORM 
SEWER

EXISTING PUBLIC COMBINED 
SEWER

EXISTING SEWER TO BE 
ABANDONED

MANHOLE CHAMBER

INSPECTION CHAMBER

EXISTING WATERMAIN

PROPOSED WATER SUPPLY 
PIPE SUPPLY (32MM OD PE100 
SDR17 HDPE PIPE WITH 
ELECTROFUSION JOINTS)

NOTES

THE EXACT LOCATION OF THE EXISTING DRAINAGE IS TO BE
DETERMINED ON SITE BY THE CONTRACTOR PRIOR TO
COMMENCEMENT OF WORKS, AND ANY CHANGES TO BE
NOTIFIED TO THE ENGINEER.  THE EXISTING DRAINAGE
NETWORK WITHIN THE SITE SHOULD BE SURVEYED BY CCTV,
AND A DRAWING SHOWING THE ROUTES SHOULD BE
SUBMITTED TO THE CIVIL ENGINEER.

WHERE EXISTING MANHOLES WITHIN THE SITE ARE TO BE
RETAINED, THEY MUST BE RE-BUILT UP TO THE PROPOSED
GROUND LEVEL, AND BE FITTED WITH NEW CAST IRON COVERS
TO THE APPROVAL OF THE CIVIL ENGINEER.

ANY EXISTING PIPEWORK WHICH CANNOT BE REMOVED, WITH
THE AGREEMENT OF THE CIVIL ENGINEER, MAY BE CAPPED
AND PUMPED FULL OF LEAN MIX CONCRETE.

WHERE A MANHOLE CHAMBER IS LOCATED IN AN AREA
SURFACED WITH PAVING BLOCKS, A DUCTILE IRON RECESSED
COVER SHOULD BE USED, AND INFILLED APPROPRIATELY.

THE EXACT LOCATION AND TYPE OF INTERNAL WASTE WATER
POP-UPS TO BE CONFIRMED BY M+E ENGINEER PRIOR TO
CONSTRUCTION.  LOCATIONS ON THIS DRAWING ARE
INDICATIVE ONLY.

THE EXACT LOCATIONS OF RAINWATER DOWNPIPES, TYPE AND
EXACT ROUTE OF INTERNAL PIPEWORK FROM SANITARY
APPLIANCES, UPSTANDS AND SVPS TO BE CONFIRMED BY
ARCHITECT PRIOR TO CONSTRUCTION.  LINES ON THIS
DRAWING ARE INDICATIVE ONLY.

CONTRACTOR TO MAKE ALLOWANCES FOR ALL UNDERGROUND
PIPEWORK AND FITTINGS (I.E. WC, WHB, SINKS ETC.) WHICH
CONNECT FROM INTERNAL APPLIANCES TO MAIN BUILDING
DRAINAGE.  TO M+E ENGINEER'S SPECIFICATION.

WHERE RAINWATER DOWN PIPES ARE CONNECTING INTO A
RAINWATER HARVESTING SYSTEM, THEY SHOULD BE FITTED
TO A SEALED BACK INLET GULLY TRAP.  IN ALL OTHER CASES,
THERE IS NO REQUIREMENT FOR THE BIGT TO BE SEALED

A15 GRADE STAINLESS STEEL THRESHOLD DRAINAGE
CHANNEL TO BE LOCATED AT ALL OPENINGS ONTO EXTERNAL
AREAS.

ALL HORIZONTAL BENDS IN PIPEWORK SHOULD BE 45° OR 90°
SWEEPING LONG RADIUS TYPE.

VERTICAL BENDS AT BASE OF WASTE WATER STACKS SHOULD
BE 87.5° DOUBLE SOCKET REST BENDS.

ALL DRAINAGE TO BE LAID IN ACCORDANCE WITH TECHNICAL
BOOKLET H OF THE BUILDING REGULATIONS.
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