Proposed Demolition Plan

Wall to be built up inline
with edge of building.

Rubble to be reused from
boundary walls that have
been removed / demolished

Street boundary wall to be reduced
to 450mm high (sitting wall).
Rubble to be repointed and cleaned
during works

Street boundary wall between gables to be removed to provide
greater access and interaction with the street

Existing entry to be built up 450mm high using the rubble from
the demolished segments of the boundary wall.

Service access entry to be opened up in line with the edge of the
schoolhouse to the boundary wall

CAKM Architects

1S
Q
<]
c
@©
s
[=2]
- e
IS
© = g
: £, %
o= =
33 £¢g?
> 25383
23 TS
23 FgHI®
ZEs Bmgoe
852 £ _8E
D8R BFos
By E£TERS
o025 ®353=
2hs =EsE
ESPsNGR W
< C
<
O
1 »
- C
[l
=
s §
= S
) Y
X (=] o
- @
A3 < o5
o395
Qo9
OS5 S o
S - o
ANag - »
s 2
2=
> o
g5,
§58g
5533
=
o
o
E=]
o
o
>
o
(NN}
=
=
o
©
=}
—
>
=
c
=1
£
IS
o
S
o
o
(=1
q‘-:) =
£ g
>
=z 3
= (&)
<%
2z
S 3
o L
E"Eo
T OE o
e Y ® S
a of® ~
SEE,. <=
D Cmz
> 3O = =
o= =
OF=SE <
I
= > @
= g} {=23
ksl . c £
2 s = 2
S S =3 8
& © 5 &

WESTMEATH COUNTY COUNCIL

Comhairle

hlarm

Chontae na

Project Ireland
2040

Tionscadal Eireann

PLANNING DRAWING

This drawing is to be read in conjunction with all other relevant Engineering and
This drawing and design is copyright, and may not be reproduced without CAKM

Architectural drawings and specifications.
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